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l. DEFINITIONS

Terms used in this manual are defined in N.J.A:€7-B, N.J.A.C. 7:27-16, and N.J.A.C.
7:27-22 and as follows:

Batch PlantProcesses in which the feed is charged intoykes at the beginning of
the process and the products are removed all & ante end of the process.

Batch Process Operating Scenario (BP@Sjetailed description of equipment
relationships for a process line and for each dpryatep of the batch process.

Batch Process Operating Scenario (BPOS): Rtegescription of a particular
manufacturing operation or process, such as chgrgiixing or heating. The description
identifies the relationship of a piece (or setgqliipment, control device (or set) and an
emission point (or set). You may describe only pieee (or set) of equipment in a
BPOS Set.

Operating ScenaridAs defined at N.J.A.C. 7:27-22.1.

DepartmentNew Jersey Department of Environmental Protection

Dual Plant Facility where the same pieces of equipment aeel dor both R&D and
manufacturing operations.

Major Facility: Any facility subject to N.J.A.C. 7:27-22.
Pilot Plant Facility used primarily to produce materials fesearch and development in
chemical and pharmaceutical operations, estabfiginaved methods of manufacturing,

or gather data in assessing process feasibility.

Pollutants Of Concern (POQnclude all air contaminants listed in the Depait's
Health Risk Assessment Spreadsheet availablevattate.nj.us/dep/agpp/risk.html

Reaction IntermediateMaterials which are created and not isolated fasshed product
and are subsequently used as a raw material. @&mees could be used if it is clear that
the material is the result of a reaction procesbsrant isolated as a final product.

R&D Operation An operation that performs R&D for similar fareli of end products
and/or processes and is managed and/or operatepkindently from other R&D
operations.




INTRODUCTION

. The purpose of this manual is to define procedamal substantive requirements

and provide guidance in the preparation of batcldpetion plant permit
applications.

. Information provided in this manual should be uasdeference guidance only.

Each permit application is reviewed consideringvitial characteristics
(potential to emit, type and size, location, aialkify impacts, etc.) of the proposed
equipment and the available air pollution conteahinology to determine the
specific maximum allowable emission rates of amtaminants.

. N.J.A.C. 7:27-8 and N.J.A.C. 7:27-22 list equipmamil source operations that

require air pollution control permits from the Dejpaent.

. The Applicant must include all air contaminant egiias, above the reporting

thresholds listed in N.J.A.C. 7:27-8 and N.J.A.@7722, in the permit
application. This includes emissions generateddsrations involving cleaning
of equipment and/or control devices and emissi@meated by control devices
such as thermal oxidizing units.

. During routine inspections by the Regional Offieguipment, control device and

emission point identification is necessary. A®adition of Batch plant and dual
plant permit approvals, all sources, control devi@ed emission points (where
feasible) must be marked with easily readable designs or noted on
appropriate diagrams. These designations mustsponel to the information
provided on inventories and diagrams, as providdtie permit application.
Emission points must be identified on the roof.e3édiagrams must be
maintained on site and be made available uporeteast of the Department.

. The Department requires facilities to submit ailygemn control permit

applications using RADIUS as well as additionabimfiation outlined in this
procedure.

. This manual outlines the permit application proceBse manual is not a

mechanism to address the permit review process.fdrmat and content of
existing permits will not be affected by this mahua

APPLICABILITY

. Batch plant equipment and source operations maydheded in a Batch plant air

pollution control permit application if:



a) The Batch plant equipment and source operationgreegir pollution control
permits as specified in N.J.A.C. 7:27-8 and N.J.A.Q7-22.

b) All equipment is in a logical grouping such as amg building or a common
area.

c) Equipment at the plant is configured and operatesimanner that meets the
definition of Batch plant or dual plant.

d) Equipment is not being used in a continuous pro¢&sx VI, H for
exceptions.)

. Permit applications not meeting the definition B&tch Plant” or “Batch

Process”, as outlined in this manual, will not bgilele for a Batch plant permit.

RAW MATERIALSLIST

. The application shall include all raw materialsaeliess of the proposed

emission ratesncluding reaction intermediates, that will be dige any piece of
equipment listed in the “Equipment Inventory”, cistent with N.J.A.C. 7:27-8
and N.J.A.C. 7:27-22. The raw materials shall betl alphabetically or in CAS
number sequence and not by process or operatingrsze

. In the situation where the raw material is all nakthe Department will accept

statements such as “All Natural Apple Extract”, Eano” or “Banana Extract”
(the word “Extract” meaning all natural materialghwno additives). The CAS
number, when one exists, should be provided fadmeaterials.

AIR FLOW DIAGRAM

. An air emissions flow diagram shall be provideddach batch operating scenario

included in the application. The diagram shoulalsmple block diagram
showing the flow of air emissions from the piecésquipment (or sets of pieces
of equipment) to the atmosphere. Air pollution cohéquipment and emission
points shall be represented as well.

. All pieces of equipment (and/or set), control degi¢and/or set), and emission

points (and/or set) included in the application trhesclearly identified using the
NJID# used in the inventories (i.e. E101, ES5, CO33, PT13, PS18).



VI.

A.

BATCH PLANT PERMITTING PROCEDURE

Application For mat

Owners or operators of Batch plants who are seehipgrmit their equipment and
control device under this permitting procedure naugtmit an application which
contains the following:

1. A statement of the purpose of the Batch plant dsagea description of the
different processes.

2.

A Batch Plant Air Pollution Control Permit Appligah in the batch plant format
and using the RADIUS software availableh&tp://www.state.nj.us/dep/aqpp/
The following guidance is meant to supplement tA®RJS batch plant
guidance littp://www.state.nj.us/dep/agpp/downloads/forms/iurd. pdf):

a)

b)

d)

e)

Similar sources (i.e. reactors) can be combinemione or more equipment
sets (Equip. Set ID) if they are interchangeable.

Similar control devices (i.e. condensers) can behsoed into a control
device set (CD Set ID) if they are interchangealtlewever, only similar
control devices with similar design criteria maygdaat of a set. A set may
include only certain size condensers, for exaniplenot condensers and
carbon adsorption drums.

Stacks (emission points) can be combined into asseom point set (PT Set
ID) if they are interchangeable. Any emission pomay belong to more than
one set. However, if health risk assessment coratidas dictate the use of
specific emission points for certain air contamisathose emission points
must be included in separate sets. Roof ventgmengl ventilation systems
used for indirect emissions must be included initkrentory.

The permit application may include one or more bafgerations as defined
in this manual. Each Batch operation should beasgted in the RADIUS
permit application by a separate “BP”.

A batch process may have more than one operateraso. Each operating
scenario shall contain all the steps performed utidg scenario. Two or
more operating scenario steps may be combinecibapd by the
Department. Each step must contain the associgtgdraent numbers or
equipment sets, control device numbers or coneviog sets and emission
point numbers or emission point sets.

The batch step VOC Range (pursuant to N.J.A.C.-I6)ust be completed
for steps that have VOC emissions.



3.

4.

g) The Department recommends that applicants request-application
meeting with the Department when an applicant reguiase-by-case
determination for a process that may not fit thevabguidelines.

Inventory detail windows must be completed for epiglte of equipment, control
device and operating scenario.

A list of all raw materials.

B. State-of-the-Art (SOTA) Requirements:

1.

2.

Air pollution control permit applications subject.J.A.C. 7:27-8, proposing
construction, installation, reconstruction, or nfim@ition of equipment and
control apparatus which is a significant source laasl potential air emission that
exceed the SOTA listed in N.J.A.C. 7:27-8, mustuthoent state of the art
(SOTA) for the source.

Air pollution control permit applications subject.J.A.C. 7:27-22, proposing
new construction, reconstruction, or modificatidrequipment and control
apparatus which is a significant source, must ipoate advances in the art of
pollution control (SOTA) for the kind and amountadf contaminant emitted by
the applicant’s equipment and control device purst@N.J.A.C. 7:27-22.

C. Dual Plant Permits

1.

2.

If pilot plant and batch production operations ghidlwle same equipment, a dual
permit may be obtained. This type of operation n&gua two-part air permit
application. The two parts, Batch Plant and Flleint, must follow the
requirements of their respective guidance mandashnical Manual 1301 for
Batch Plants and Technical Manual 1302 for PilaenB) and must contain all
the information required in the manuals. In additidue to the different
requirements between Batch and Pilot operatiopsrate Raw Materials Lists
must be submitted.

For major sourcewith an_approveditle V Operating Permit, manufacturing
operations and R&D may be included in one Title pe@ating Permit. Another
option is to have the manufacturing operationfhienTitle V Operating Permit
and the R&D operations in a separate preconstrugtgomit. For all other
sourcesboth manufacturing and R&D operations shall balgimed in a single
dual permit.




3.

Reporting of emissions for the Dual permit will & the forms provided in
Technical Manual 1302
(http://www.state.nj.us/dep/agpp/downloads/techniz0Z1pd}.

D. Health Risk Assessment

1.

Health risk assessment is a scientific process tasestimate the probability of
adverse health effects resulting from human exmgoguhazardous substances.

Batch plant applications, with potential emissiohany pollutant of concern, per
piece of equipment, above reporting thresholdedigh N.J.A.C. 7:27-8, will be
required to conduct a health risk assessment aadtysshort term (Ib/hr or
Ib/batch-cycle hour) and long term (tons/yr) enaesi The instructions for
conducting risk assessment for Batch Plants atenedtin Appendix I.

E. Potential To Emit (PTE):

Proposed potential emissions shall be enteredeRdtential to Emit windows in
RADIUS as follows:

1.

BP OS Summary — Tons per Ye&@he batch plant emission limits (tons/yr) shall
be listed at the batch plant summary level and si@dlude the annual emissions
of all air contaminants for each Batch operatioR),Bonsistent with N.J.A.C.
7:27-8 and N.J.A.C. 7:27-22.

. STO Summary — Pound per Batdthe batch emission limits for all air

contaminants representing the worst case totatyrbatch (Ib/batch), for each
operating scenario, shall be listed at the stemsany in the permit application.

ST — Pound per Stefyhe step emission limits for all air contaminants
representing the worst case total in any steptép)sfor each step, shall be listed
at the step level (ST) in the permit application.

Emission limits are not required for air contamitsawhen the emissions, per
source operation, are below the N.J.A.C. 7:27-8MuddA.C. 7:27-22 reporting
thresholds.

Batch Step Hourly Emission Rate:

Facilities that are required to demonstrate compkawith the pound per hour
emission limits in N.J.A.C. 7:27-6, 7 and 16 andRask Screening shall
calculate the emissions as follows:




For each batch step, hourly emissions shall beutzdbkd by dividing the emission
limit for each air contaminant listed as Ib/stepttsy minimum step time (hours).
If the step time is less than one hour divide tiéssion limit by one hour. This

information can be supplied outside of RADIUS oRADIUS in the ST Section.

6. VOC Batch Cycle Hourly Emission Rate
Facilities that use batch cycle hourly emissioe tatdemonstrate compliance
with the allowable emission rates in N.J.A.C. 715/-shall calculate the
emissions as follows:

a) The VOC batch cycle emission rate (as defined thANC. 7:27-16.1)
shall be used to determine compliance with N.J.X:27-16.

b) For equipment set used in a single batch step oparating scenario, the
batch step hourly emission rate shall be as cdkxail@bove.

c) For equipment set used in more than one batcho$t@p operating
scenario, the batch step hourly emission rate bleatilculated by
dividing total emissions from those steps by tha sifl step times used to
calculate the batch step hourly emissions.

d) This information can be supplied outside of RADIISn RADIUS in the
ST Section.

F. Emissions Calculations M ethodology:

1. Air contaminant emissions listed in the permit agilon shall be determined
using an acceptable methodology, combining raw nadgeusage and other
operational parameters.

2. The emission calculation methods listed below canded for the PTE
calculations.

a) Data from continuous emission monitor systems
b) Data from stack emission testing

c) Material Balance

d) Engineering calculations

e) Emission factors

3. The following websites are good references for simiscalculations:
http://www.epa.gov/ttn/chief/eiip/techreport/volud®iilé aug2007final.pdind
http://www.mitchellscientific.com/EmissionMastemint




G. Netting Analysis

The applicant shall determine whether the maximliowable emissions proposed
in an application for a permit would result in grsficant net emission increase,
pursuant to N.J.A.C. 7:27-18. Air emissions frdra entire facility must be taken
into account.

H. Continuous Operation & Batch Plant Applications

Continuously operating equipment venting throughtia devices that are used by
the batch plant sources shall be included in thehbalant permit application. The
method of inclusion of the operating scenario fas piece of equipment shall be
done by the Department on a case-by-case basis.

I. Administrative Completenessfor Facilities Subject to N.J.A.C. 7:27-22

1.

2.

Major facilities must submit applications that afglministratively Complete”
pursuant to N.J.A.C. 7:27-22.6 (Initial Operatirgyaits), N.J.A.C. 7:27-22.23
(Minor Modifications) and N.J.A.C. 7:22.24 (Sigmiéint Modifications), before a
technical review of the application begins.

Administrative completeness check lists are avilapon request. Some of the
requirements for administrative completeness treabaerlooked in the
preparation of the application are:

a) Proposed compliance plan meeting the requiremdmsIoA.C. 7:27-22.9.
b) Operating parameters that have an impact on emissio

J. Permit M odifications

1.

2.

Applications for permit modifications shall be catent with N.J.A.C. 7:27-8
(non-major facilities) and N.J.A.C. 7:27-22 (majacilities).

All permit changes pursuant to N.J.A.C. 7:27-8.4d Bl.J.A.C. 7:27-22.20
through 25 must follow this new procedure. Thisllshalude modifications to
permits issued using other permitting proceduréss procedure supersedes all
other procedures used to apply for a Batch Plamhpeapplication.



APPENDIX |

HEALTH RISK ASSESSMENT PROCEDURE FOR BATCH PLANTS

STEP 1

a) Use the Health Risk Screening Worksheet (available
www.state.nj.us/dep/agpp/risk.hinb calculate the Total Cancer Risk (TCR), the
Total Health Index (THI) and the Total Short-terradtth Index (TSHI) as follows:

b) For TCR and THI calculations, use the annual emmnssin tons per year (from the
BP OS Summary), the shortest stack height andnihetest distance to the property
line (both from the PT inventory).

¢) For TSHI calculation, calculate the hourly emissiampounds per hour using the
Ib/step from the BP OS ST and the minimum step tioreeach step in each
operating scenario. This hourly emission rate st@illespond to the batch step that
causes the highest TSHI.

d) If TCR < 1.0E-6 (one in a milliorf) THI and TSHI are both 4.5, the health risk
assessment is acceptablénot, you may revise your permit applicatian t

1) Direct the most toxic pollutants to taller stacks,

2) Limit most toxic pollutant emissions to building®re distant from the
property line, or

3) Reduce batch size and/or number of batches toilcaimigssions.

e) Rerun the risk assessment using the revised intamaf TCR <1.0E-6, THI and
TSHI are both <1.5, the health risk assessment is acceptdbleot, proceed to Step
2 below.

STEP 2:

Prepare a site-specific health risk assessiedotving a protocol approved by the
Department’s Bureau of Technical Services. At ghép, information related to stack gas
temperature, distance to nearest residents ands#hsitive receptors, use of multiple
stacks, and proximity to complex terrain, alongwather local parameters will be
considered to refine the air dispersion model agalth risk assessment.

If TCR <1.0E-5, THI and TSHI are bothXk5, the health risk assessment is acceptable

! TCR <= 1.0E-5if the batch plant operation is the sole sour ce oper ation at the site.
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